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Stainless steel AlSI 316 anchor connector with swivel. With an anchor chain swivel attached to the anchor it is impossible for the chain to
get twisted. The oval shaped joint allows perfect sliding of the anchor through the roller with no risk of damaging any components.

CoegunHuTenb SKOps C BEPT/IIOIOM M3 HepxaBetoLein ctanu AlSI 316. BepTtor, NPUCOeAnHEHHbIN K IKOPO, UCK/IOYaET NepekpyynsaHme
uenu. OBanbHas oopMa coeguHeHns obecrneymBaeT NaaBHOE NPOXOXAEHNE SAKOPS Yepes poysbCc 6e3 pucka NOBPEXAEHNS AeTanel.

Conector de ancla con giratorio, de acero inoxidable AlSI 316. Con un giratorio unido al ancla, la cadena no puede retorcerse. Su union de
forma ovalada permite que el ancla se deslice perfectamente por el rodillo sin riesgo de dafiar ningiin componente.

Girella per ancora in acciaio inox AISI 316. Con una girella collegata all'ancora, la catena non puo attorcigliarsi. Il giunto di forma ovale
consente all'ancora di scorrere perfettamente sul musone, senza rischio di danneggiare alcun componente.
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Model

#U-2 / Mogens / Modelo / Modello ST B ST) D) E(mm)
YD901A 89 17.6 10 9.2 6.8
YD901B 116 20 14 11 11
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