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型号 / Models / Модели / Modelos / Modelli: YDF-002S, YDF-003S, YDF-005S, YDF-012S, YDF-015S, YDF-016S, YDF-027S, YDF-034S, YDF-050S,
YDF-075S, YDF-100S, YDF-002C, YDF-003C, YDF-005C, YDF-012C, YDF-015C, YDF-016C, YDF-027C, YDF-034C, YDF-050C, YDF-075C, YDF-100C

抓力大是丹佛斯锚的一大特点，适合各种河床底面，比如沙底，泥底，甚至草底。电弧焊接工艺，锚爪可以随轴转动，可以快速插入河床底

部。除316不锈钢材质外，您还可以选择碳钢热镀锌材质。

Offer proven holding power and is designed to penetrate sand, mud and grassy bottoms. Arc welded, the over sides flukes pivot downward

into the bottom to set fast. Available in hot dipped galvanized steel and stainless steel AISI 316.

Обладает проверенной держащей силой и рассчитан на заглубление в песчаный, илистый и заросший травой грунт. Сварная

конструкция (дуговая сварка); поворотные лапы разворачиваются вниз и быстро заглубляются в грунт. Выпускается из

горячеоцинкованной стали и нержавеющей стали AISI 316.

Ofrece un poder de agarre probado y está diseñada para penetrar en fondos de arena, fango y algas. Soldada al arco; sus uñas basculan

hacia abajo y se clavan en el fondo para agarrar con rapidez. Disponible en acero galvanizado en caliente y acero inoxidable AISI 316.

Offre un potere di tenuta collaudato ed è progettata per penetrare fondali sabbiosi, fangosi ed erbosi. Saldata ad arco, con marre

basculanti che ruotano verso il basso per una presa rapida sul fondo. Disponibile in acciaio zincato a caldo e in acciaio inox AISI 316.
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中文

该款锚型可以做400kg以下的任何重量规格。

English

This type anchor can customized less than 400kg.

Русский

Якоря данного типа изготавливаются на заказ массой до

400kg.

Español

Este tipo de ancla puede fabricarse a medida con un peso

inferior a 400kg.

Italiano

Questo tipo di ancora può essere realizzato su misura fino a

400kg.
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规格型号 / Specification / Технические характеристики / Especificaciones / Specifiche

Stainless steel Part No
不锈钢型号 / Артикул (нерж. сталь) / Ref. acero

inoxidable / Codice inox

Galvanized Part No
热镀锌型号 / Артикул (оцинк. сталь) / Ref. galvanizado /

Codice zincato

Weight (kg)
重量(kg) / Масса (kg) /

Peso (kg)

L(mm) H(mm) W(mm)

YDF-002S YDF-002C 5 440 650 155

YDF-003S YDF-003C 7.5 550 690 160

YDF-005S YDF-005C 10 600 740 190

YDF-012S YDF-012C 12 650 765 210

YDF-015S YDF-015C 15 700 880 215

YDF-016S YDF-016C 20 740 920 230

YDF-027S YDF-027C 30 830 1050 270



Stainless steel Part No
不锈钢型号 / Артикул (нерж. сталь) / Ref. acero

inoxidable / Codice inox

Galvanized Part No
热镀锌型号 / Артикул (оцинк. сталь) / Ref. galvanizado /

Codice zincato

Weight (kg)
重量(kg) / Масса (kg) /

Peso (kg)
L(mm) H(mm) W(mm)

YDF-034S YDF-034C 40 890 1100 290

YDF-050S YDF-050C 50 910 1150 300

YDF-075S YDF-075C 75 1000 1300 320

YDF-100S YDF-100C 100 1100 1400 350
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