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Hall Type Anchor - Akopb Xonna - Ancla tipo Hall - Ancora tipo Hall
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#1-= / Models / Mogenw / Modelos / Modelli: H-40, H-60, H-100, H-125, H-150, H-180, H-240, H-300, H-360, H-420, H-480, H-570, H-660, H-780, H-900,
H-1020, H-1140, H-1290

EREARALSE , ER—FITIT , ATAB BRI FSHITER—CAE. ERYUNANMEESN2.5-41% , ERMEZATRALWE
W, EEART , TIEMRERRRE.

Hall anchor is also called mountain anchor, is a typical type of a Stockless Bow Anchor. It can rotate freely and form a certain angle with the
anchor rod. Its grip is about 2.5-4 times the anchor weight. The Hall anchor widely used in commercial shipping industry. The traditional
design makes a stable working performance.

SAkopb Xona, Takke Ha3biBAEMbIA «TOPHbIM» SKOPEeM, — TUMUYHbIV 6ECLITOKOBbI CTAHOBOI SIKOpb. J1anbl CBO60AHO NOBOPAUMBAIOTCS 1
06pasytoT onpeaenéHHbIi yron ¢ BepeTeHoM. [lepxallias cuia cocTaBnseT NPUMEpPHO 2.5-4 Macchl Akopsi. AKopb Xos/ia WUPoKo
NPUMEHSIETCS HA TOPTOBbIX CyAax. TpaAuLMOHHAs KOHCTPYKLMS 06ecneunBaeT cTabusibHyo paboTy.

El ancla Hall, también llamada ancla de montafia, es un tipo caracteristico de ancla de proa sin cepo. Sus ufias giran libremente y forman
un angulo determinado con la cafia. Su poder de agarre es de aproximadamente 2.5-4 veces el peso del ancla. El ancla Hall se utiliza
ampliamente en la marina mercante; su disefio tradicional garantiza un funcionamiento estable.

L'ancora Hall, detta anche «ancora di montagna», & un tipico esempio di ancora di prua senza ceppo. Le marre ruotano liberamente e
formano un determinato angolo con il fuso. Il potere di tenuta € pari a circa 2.5-4 volte il peso dell'ancora. L'ancora Hall & ampiamente
utilizzata nella marina mercantile. Il design tradizionale garantisce prestazioni stabili.
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2354 English

o ZEHEIAT PUE 1 CCS/INK/LR/ABS/BV/DNVER K AREEAHIES . Certification: LR, CCS/NK/LR/ABS/BV/DNV etc.
Pycckuii Espaiiol

« Ceptundmkaums: LR, CCS/NK/LR/ABS/BV/DNV u gp. « Certificacion: LR, CCS/NK/LR/ABS/BV/DNYV, etc.
Italiano

« Certificazioni: LR, CCS/NK/LR/ABS/BV/DNV ecc.

A[1EACE - Options - Onuum - Opciones - Opzioni

F3L English

o AT SRIEAT . Atype — rectangular shank

. B REM « B type — round shank

. CH 5Ei4ET « C type — short rectangular shank
Pycckuii Espaiiol

o Tun A — BepeTeHOo NPAMOYro/IbHOr0 CeYeHNs « Tipo A: cafa rectangular

o Tun B — BepeTeHo Kpyr/ioro cevyeHuns « Tipo B: cafia redonda

o Tun C — yKOpo4YeHHOe BepeTEeHO NPSAMOYro/IbHOro cevyeHus « Tipo C: cafia rectangular corta



Italiano

» Tipo A — fuso rettangolare

. Tipo B — fuso tondo

« Tipo C — fuso rettangolare corto
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A& H-S | Specification | TexHuueckue xapakrepuctuku | Especificaciones | Specifiche

Part No

me Ay Referencial |y g (kg‘)"mgi‘;a('(‘g) peso (kg H(mm) H(mm) H(mm) B(mm) L(mm) I(mm)
AL _ Weight (kg)4& X E&(kg) / Macca (kg) / = Type AAE!/ Tun A/ Type BBE!/Tun B/ Type CCE!/TunC/
#U-S / Aptukyn / Referencia / ) . ) B(mm) ' L(mm) | I(mm)
Codice Peso (kg) Tipo A Tipo B Tipo C
H-40 40 624 624 497 198 430 303
H-60 60 713 713 568 227 492 347
H-100 100 850 850 680 270 584 410
H-125 125 911 911 726 443 629 443
H-150 150 969 969 768 308 670 470
H-180 180 1029 1029 820 327 710 500
H-240 240 1140 1140 909 361 784 552
H-300 300 1225 1225 980 388 844 595
H-360 360 1298 1298 1036 412 898 630
H-420 420 1367 1367 1091 434 946 660
H-480 480 1434 1434 1138 454 988 690
H-570 570 1517 1517 1203 481 1042 732
H-660 660 1591 1591 1262 506 1096 = 769
H-780 780 1684 1684 1337 535 1160 = 813
H-900 900 1768 1768 1403 560 1220 = 855
H-1020 1020 1840 1840 1463 584 1268 = 891
H-1140 1140 1908 1908 1519 605 1319 = 926
H-1290 1290 1989 1989 1589 630 1374 = 965
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