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锚 · Anchors · Якоря · Anclas · Ancore

三角锚
Wing Anchor · Якорь Wing · Ancla de alas · Ancora a ali
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型号 / Models / Модели / Modelos / Modelli: YDD-005S, YDD-007S, YDD-010S, YDD-015S, YDD-020S, YDD-030S, YDD-050S, YDD-075S, YDD-100S,
YDD-005C, YDD-007C, YDD-010C, YDD-015C, YDD-020C, YDD-030C, YDD-050C, YDD-075C, YDD-100C

三角锚适合各种河床，可以和NYS锚支架配合使用。在各种条件下，抛锚时都比较稳定。除316不锈钢材质外，您还可以选择碳钢热镀锌材

质。

Wing anchors are exceptionally effective in a variety of sea beds. Work very well with NYS bow rollers. Remains stable in various tidal

conditions. Available in hot dipped galvanized and in high polished stainless steel AISI 316.

Крыльчатые якоря (Wing) исключительно эффективны на различных типах морского дна. Хорошо работают с носовыми якорными

роульсами NYS. Сохраняют устойчивость при различных приливно-отливных условиях. Выпускаются в горячеоцинкованном

исполнении и из нержавеющей стали AISI 316 с полировкой до высокого блеска.

Las anclas de alas son excepcionalmente eficaces en todo tipo de fondos marinos. Funcionan muy bien con los rodillos de proa NYS y se

mantienen estables en distintas condiciones de marea. Disponibles en acero galvanizado en caliente y en acero inoxidable AISI 316 de

alto pulido.

Le ancore a ali sono estremamente efficaci su fondali di vario tipo. Si abbinano perfettamente ai musoni di prua NYS. Restano stabili in

diverse condizioni di marea. Disponibili zincate a caldo e in acciaio inox AISI 316 lucidato a specchio.
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中文

该款锚型可以做250kg以下的任何重量规格。

English

This type anchor can customized less than 250kg.

Русский

Якоря данного типа изготавливаются на заказ массой до

250kg.

Español

Este tipo de ancla puede fabricarse a medida con un peso

inferior a 250kg.

Italiano

Questo tipo di ancora può essere realizzato su misura fino a

250kg.
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规格型号 / Specification / Технические характеристики / Especificaciones / Specifiche

Stainless steel Part No
不锈钢型号 / Артикул (нерж. сталь) / Ref. acero

inoxidable / Codice inox

Galvanized Part No
热镀锌型号 / Артикул (оцинк. сталь) / Ref. galvanizado /

Codice zincato

Weight (kg)
重量(kg) / Масса (kg) /

Peso (kg)

L(mm) H(mm) W(mm)

YDD-005S YDD-005C 5 560 245 205

YDD-007S YDD-007C 7.5 625 250 240

YDD-010S YDD-010C 10 660 280 280

YDD-015S YDD-015C 15 730 310 315

YDD-020S YDD-020C 20 870 390 350

YDD-030S YDD-030C 30 980 420 370



Stainless steel Part No
不锈钢型号 / Артикул (нерж. сталь) / Ref. acero

inoxidable / Codice inox

Galvanized Part No
热镀锌型号 / Артикул (оцинк. сталь) / Ref. galvanizado /

Codice zincato

Weight (kg)
重量(kg) / Масса (kg) /

Peso (kg)
L(mm) H(mm) W(mm)

YDD-050S YDD-050C 50 1210 610 490

YDD-075S YDD-075C 75 1400 800 600

YDD-100S YDD-100C 100 1500 900 700
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