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Windlass are not designed to hold high loads while a boat is at anchor. When the windlass is not in use and the boat is at anchor, the chain

should be secured using a chain stopper or the rope rode should be attached to a load-bearing point such as a cleat.

AkopHas ne6éaka He paccuMTaHa Ha BOCNPUSITVE BbICOKMX HAarpy30K BO BPEMSs CTOSIHKM CyfHa Ha sikope. Korga ne6éaka He ncnosb3yetcs,
a Cy[HO CTOWT Ha sikope, Lienb CreayeT 3akpenuTb LenHbIM CTOMOPOM, a KaHaT — Ha CUI0BOM 3/1IEMEHTe, HanpuMep Ha yTKe.

Los molinetes no estan disefiados para soportar cargas elevadas mientras la embarcacion esta fondeada. Cuando el molinete no esta en
uso y la embarcacion esta fondeada, la cadena debe asegurarse con un estopor, o el cabo de fondeo debe sujetarse a un punto
resistente, Como una cornamusa.

Il salpancora non € progettato per sostenere carichi elevati quando I'imbarcazione & all'ancora. Quando il salpancora non & in uso e la
barca ¢ all'ancora, la catena deve essere bloccata con un fermacatena, oppure la cima deve essere fissata a un punto di forza, come una
galloccia.
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Chain size
&% R ~F | Kanm6p uenm / Medida de cadena / Misura catena

NO.

#U-2 / Aptukyn / Referencia / Modello B ) i) HGa)

YDCS003 96 190 52 290 12.5-14mm
YDCS004 116 240 69 330 16-17.5mm
YDCS005 132 285 86 425 19-20.5mm
YDCS022 152 330 100 490 22-24mm
YDCS026 171 385 115 575 26-28mm
YDCS030 195 440 129 660 30-32mm
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